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160 VB joint sheet metal 
for the waterproofing of construction joints  

 
In the waterproofing of construction joints in concrete, high demands are placed on the 

waterproofing technology. 

The fully coated 160 VB joint sheet metal waterproofing profiles in the form of strips ensure 

that construction joints in concrete are reliably and permanently waterproofed against 

pressurised and non-pressurised water. 

 

160 VB joint sheet metal 
 
 

The 160 VB joint sheet metal is fully coated on both sides with a special coating. 

The individual elements are 2.40 or 2.00 m long and 160 mm high. 

The special coating is protected up to installation by a protective foil which is divided down 

the middle. 

After placement of the concrete, the special coating forms a bond with the fresh concrete 

which seals the construction joint against the ingress of pressurised and non-pressurised 

water. 

The 160 VB joint sheet metal can be installed in the in-situ concrete in all joint areas 

(e.g. foundation/wall, wall/wall, foundation/foundation, wall/ceiling, …) of water-

impermeable structures. An additional foundation curb is not required. 
 
 
Technical specifications: 
 
Article number:  Length 2.40 m: 070450 

 Length 2.00 m: 070452 

 

Chemical basis: St 37, galvanized 

 Special coating: Polymer resin 

   fabric-reinforced 

 

Colour: Black 

 

Length of joint sheet metal: 2.40 x 2.00 m 
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Height of joint sheet metal: 160 mm 

 

Thickness of joint sheet metal: Approx. 0.6 mm  

 

Thickness of special coating: Approx. 0.15 mm 

 

Total thickness: Approx. 0.9 mm 

 

Weight: Approx. 0.75 kg/m 

  Approx. 136.00 or 120.00 kg/crate 

 

Temperature resistance: - 20°C to + 90°C 

 

Test certificate / approvals:  Test report PB 5.1/14-423-3 

  MFPA Leipzig 

   

Pressure watertightness: Up to max. 8 bar (80 m water column) 

 

Suitable for zones with Yes 

frequently varying water levels 

 

Corresponds to: Utility class A for the wear classes 1 and 

 2 in accordance with the WU guideline 

 

Pack: Wooden crate (255 x 30 x 25 cm) 

 50 strips 

 55 fixing clips 

150 mounting brackets in a separate 

fabric bag 

 

 12 crates per pallet 

 

Storage:  Store in undamaged and unopened 

original packaging in a dry place out of 

direct sunlight. 

 

Disposal:  Can be disposed of at municipal waste 

landfill sites, taking into account the 

local waste disposal regulations. 
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Application: 

 

A typical application of the 160 VB joint sheet metal is waterproofing of construction joints 

in concrete structures at ground water level. 

Once installed in construction joints in concrete, the special coating forms a bond with the 

fresh concrete which permanently seals the joint gap. 

The 160 VB joint sheet metal elements are not only quick, easy and cost-efficient to install, 

but they also provide a reliable permanent seal - even against high water pressure! 

 

Installation: 
 

Also see our installation video at www.mastertec.eu    

 

 
The product is delivered in a wooden crate. 

The 160 VB joint sheet metal elements and the fixing 

clips are in the crate. 

The mounting brackets are included separately in a 

white plastic fabric bag. 

 

 

 

 

 

 

Remove the bottom half of the parted protective foil 

from the special coating. 

 

 

 

 

 

 

 

 

 

160 VB joint sheet metal element with protective foil 

removed 

 

 

 

 

 

 

 

http://www.mastertec.eu/
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Place the 160 VB joint sheet metal element in the 

centre of the rising wall on top of the upper 

reinforcement layer. 

Push the mounting brackets, 3 pcs/element, over the 

sheet metal and fix them to the upper reinforcement 

layer with binding wire. 

The embedment depth in the concrete must be at least 

3 cm and must not be more than half the height of the 

sheet metal (8 cm). 

 

 

The 160 VB joint sheet metal element must overlap 

by at least 5 cm in the area of the joint, in the straight 

sections and also in the corner area. 

 

 

 

 

 

 

 

 

To do so, the upper protective foil must be turned back 

in the area subsequently to be joined. 

 

 

 

 

 

 

 

 

 

Overlap the 160 VB joint sheet metal element by at 

least 5 cm and press the two ends firmly together. 

The joint must be glued over its full height and entire 

surface to prevent subsequent water permeation. 

There must be no contamination on the adhesive 

surfaces that could interfere with bonding. 
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Secure the joint with one of the fixing clips provided 

and fold the protective foil back onto the special 

coating. 

 

 

 

 

 

 

 

 

Prepared joints in the straight sections as well as the 

corner area 

 

 

 

 

 

 

 

 

Once the foundation slab has been concreted, and before the wall formwork is closed or the 

double wall elements have been set up, the remaining protective foil must be removed. 

 

The concreting of the wall base and corresponding preparations must be carried out in 

accordance with the established technical standards. 

 

Accessories: 
 

   Joint sheet metal/joint tape connector 

   Art. no.: 070230 

 

   Transition from joint sheet metal to joint tape 

 

 

 

   VB joint sheet metal 90° angle 

   Art. no.: 070275 

 

   Side length 25 x 25 cm 
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 MASTER adhesive tape for joint sheet metal 

   Art. no.: 070240 

 

   Adhesive tape for securing joints and 

 crossing points, thickness 1.5 mm, 

 roll length 10 m, width 38 mm 

 
 
Safety aspect: 
 

The 160 VB joint sheet metal does not contain any hazardous substances and poses no 

problems whatsoever in terms of handling and application. To the best of our knowledge, it 

contains no substances that are harmful to groundwater or could trigger health problems or 

allergic reactions in the installer. 

Nonetheless, we recommend that an appropriate level of hygiene is observed during 

application and that hands are washed as a basic rule before meals. 
 
Basic principles: 
 
All dimensions and information in this data sheet reflect the results of the laboratory tests that 

have been carried out. 

Deviations from the values determined by us under laboratory conditions are possible due to 

environmental and operating conditions beyond our control. 

The data in this data sheet only applies for the product delivered by us. 

The product data corresponds only to the specifications in Germany. Possible country-specific 

deviations are not taken into account here. 

 

 

 

 

 

 

Disclaimer: 

  
The technical information reflects our current knowledge of the 160 VB joint sheet metal. It is intended only as information for users. As 

we do not know the envisaged applications and processing conditions, it is the responsibility of the user to carefully check that the 

product is suitable for the intended purposes. Due to the different components at the installation site and the working conditions in place 
there, MASTERTEC cannot provide any guarantee whatsoever for the result of the work. Claims arising from any legal relationship can 

only be recognised in the event of wilful intent or gross negligence, irrespective of the statements made here or advice provided verbally. 
In this case the user must prove that he has provided MASTERTEC in writing with all the information required to correctly assess the 

installation situation in good time. Subject to necessary product specifications or further developments. By providing this information 

MASTERTEC does not intend to infringe third-party rights. The latest data sheet in each case applies. Our corresponding terms and 
conditions of sale and delivery apply. 
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